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GALVANIC ANODES DELETED BY EOR, 
DETERMINED NOT NEEDED DUE TO 
USE OF EPOXY COATED REBAR
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EXISTING STRINGERS HAVE
DRIFT PINS INSTALLED INTO
PILE CAPS (TYP)

NOTE TO FUTURE DESIGNER: BECAUSE EXISTING STRINGERS PRIOR TO THIS PROJECT WERE OVERLAPPED AT PILE CAPS, 
RATHER THAN ABUTTED END TO END, REDISTRIBUTION OF EXISTING STRINGERS WAS TYPICALLY NOT POSSIBLE 
WITHOUT FIRST REMOVING EXISTING STRINGER DRIFT PINS AND CUTTING OFF THE ENDS OF THOSE STRINGERS AT THE 
CENTERLINE OF THE PILE CAP. NEW STRINGERS INSTALLED BY THIS PROJECT, OR EXISTING STRINGERS REDISTRIBUTED BY 
THIS PROJECT, ARE TYPICALLY CUT TO LENGTH FROM CENTER OF PILE CAP TO CENTER OF PILE CAP FOR EACH EACH SPAN 
AND ARE ABBUTED END TO END (WHICH WOULD ALLOW FOR FUTURE REDISTRIBUTION). 
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